REVIEWER: CS-EL-ME
1 SER: AT-MC-YD

gn applications *

applicable.

all Depsrtmenta and Agenciew of the

engineering and desi

pproved for use by
and for repaticive use shall be wude Crom this document when

Seleccion for all new

This military standacd Ls &

Department of Defenge.

FED. SUP CLASS

] 4730
L2 NUT-MS5I53

7 \1 —a F A

l i
2
T
v
1
1
)
g

- - - R ' - -

4
B / . O~RING-MS28778
G —C; HEX SLEEVE-MS51533 (SEE NOTE 9)
PASH régs A B 3 D ¢ L, P,
y U
NUMBER PIPE THREAD |  STRAIGHT THREAD | MEX DIAMETER
NPTF FLAT +.002
BODY *4SSY NOM NOM BASIC | TOLERANCE | -.00% | *,020 MAX
B2 A2 1/8 1/8 5/16-24 UNF-2A 9/16 | .062 2250 | L.l20 460
B3 A3 3/16 1/8 3/6 -24 UNF-24 9/16 | .125 .313 | Jax A6
B4 A4 1/4 1/8 7/16-20 UNF-24A 9/16 | .172 €.003 .364 | 1.190 460
- *pd-4 | 1/4 1/ 7/16-20 UNF-2A 3/4 2172 - .364 | 1,390 670
BS A5 5/16 1/8 20 VNF-2R 57161 234 BT 1.1 SAET
##85.4 | *=A5-4 5/16 1/4 1/2 -20 UNF-2A 3/4 .234 .427 | 1,390 L7
8 Ao 3/E 174 9/16-18 UNF-24 3/4 .297 .482 | 1.400 670
| sanen | weac.e | 378 3/8 9/16-1€_UNF-2A 7/8 .297 (462 | 1.460 L6850
B8 AR 172 378 3/4 <16 UNF~2A 7/8 L 39) +.004 660 | 1.560 BB
*$BR.5 | #»A8-8 1/2 1/2 3/4 -16 UNF-2A | 1-1/8 .391 660 | 1,790 A0
B10 Al0 5/8 1/2 7/8 -14 UNF-2A { 1-1/8 .484 .773 | 1.890 N
B2 A2 3/4 3/4 1-3/16-32 UN-2a4 | 1-3/& 609 +.005 £945 | 2.060 .910
Bl4 Ald 7{3 J{4 1-37/16-12 UN-2A 1-3/8 718 = 1.070 | =.060 NN
BL6 Al6 1-5/16-12 UN-2A 1-5/8 .844 [ 007-.005 [ 1.195 { 2.350 | 1,140
B20 A20 N-1/4 1-1/4 1-5/8 <12 UN-24A 2 1.078 [ oos | 1-507 | 2.490 | 1.160
B24 A24 [1-1/2 1-2/2 1-7/8 <12 UN-2A 2-3/R | 1.312 [F-OUS-.000 |7 756 | 2.620 ] 1.160
B3z A2 2 2 2-1/2 =12 UN-2A 2-7/6 | 1,781 [+.010-.005 | 2,381 | 2,97C | 1.180

*% K0T RECOMMERDED FOR NEwW DESIGN,

NOTES:
1. MATERIAL: Steel, carbon in accordance with procurement specification.
Steel, corrosion-resisting im accordance with procurement specification.
2. PROIECTIVE COATING: Cadmiue plated in accordance with procurement specification.
- Zinc ﬁl‘te in accordance with procurement specification.

Phosphate coating in accordance with procurement specification,

Pasaivation treatment in accordance with procurement specificatior.
3. DIMENSIONS AND TOLERANCES: Dimensions and tolerances not shown shall be in accordance with the
SAK Standards for 37 Degree Flared Fittings (SAE J514).
4. THREADS: Threads shall be in accordance with Screw-Thread Standard for Federal Services, Handbook

8. .
5. PART NUMBER: :‘he gs pgr; nun?er cos:ists gf the M3 number plus the dash number.
. For bdody only, cadwmium plated, use the MS number, plus the body dash ber,
Example: MS51503B2. ! » PIuR The Dody camh mumber
B. For complete assembly (with nut and sleeve), cadmium plated, use the HS number,
Flus the assembly dash number. Example: MS51503A2.

€. PFor zinc coating add (Z) to the dash number. Example: MSS51503B2Z
D 25515034\22. ¢ Rie 1503822 or
. or phosphate coating add (P) to the dash ber, Exa + NS
Fo \4551583.\2?. 4 (r) _ number wple: MS51503B2P

E. For corrosion-resisting steel add (5) to the dash number.
. Example: MS51503B2S or MS51503A25.

6. F;r design feature purposes, this standard takes precedence over procurement documents referenced
erein,

7. Reference documents shall be of the issue in effect on date of invitations for bid.

8. The illustration is for identification purposes only and is not intended to restrict designs or
thapes not dimenaioned,

%9, Procure the O-Ring separately and install immediately before installation of the fitting.

10.(@After 17 January 197% bodles will be used for production only and SHALL NOT be stocked for

revisep @ 17 aasuary 1979

maintenance. Existing stock of bodies should be used until depleted. §
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P.A AR TITLE MILIHIY STANDA'D
Other Cuet 0S5 ADAPTER,STRAIGHT,PIPE TO TUBE, ;
FEMALE PIPE END,37°FLARED MS5| 503
UREMENT SPECIFICATION | SUPERSEDES: SHEET 1 oF 1
MIL-F-18866 ) PR [

DD 125 6721 (Comtinassd)



